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E

CBACE

EXISTING F.A.I. ROUTE 270

F.A.I. 270 EX ? STA 740+00.00 TO STA 746+47.78

F.A.I. 270 EX ? STA 746+47.78 TO STA 770+20.40

VARIES

B

VARIES43'

7'12'12'12'

3' 3'

7' 12' 12' 12'

10'

43'

7'12'12'12'

3' 3'

7' 12' 12' 12'

10'10'

EXISTING TYPICAL SECTIONS

1"=5' 21

104'

18'43' 43'
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10'

EXISTING LEGEND
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B
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8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON
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SHOULDER SUBGRADE
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12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12
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MODOT TYPE A2 SHOULDER
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Teaming with:
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1:6
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F.A.I. 270 EX ? STA 845+81.49 TO STA 874+40.54
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E
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B
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STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.
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Shoulder
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Shoulder

10'-0''

1.5% 1.5% 1.5% 1.5%

VARIES 42' TO 19'

1'-7'' 1'-7''

Shoulder

6'-0''

Shoulder
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PARAPET (TYP.)

? EB FAI 270? FAI 270

? WB FAI 270
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1'-0''

12'-0'' 4'-0''

1'-0'' 1'-0''

12'-0''

1'-0''

1'-6''

SAFETY CURB (TYP.)

PARAPET (TYP.)

? FAI 270

VARIES VARIESVARIES
VARIES VARIES

VARIES
VARIES

VARIES

RIVERVIEW DRIVE

? EB EXIT RAMP

RIVERVIEW DRIVE

? WB EXIT RAMP

VARIES

12'-27' 2'-5'

Teaming with:

''2
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(FACING WEST)

EXISTING I-270 EB ENTRANCE RAMP

(FACING EAST)
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E C B A C C A B C
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C B A C C CBA
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EXISTING TYPICAL SECTIONS

RIVERVIEW DR EX ? STA 322+00.00 TO STA 339+18.62

RIVERVIEW DR EX ? STA 308+86.74 TO STA 318+00.00

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND
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5
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FINALIZED DURING PHASE II DESIGN.
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MODOT TYPE A2 SHOULDER
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4'-6' 3''-5'16'-20'

VARIES

1:3

VARIES VARIES

VARIES

8'-12' 4'-6'16'-19'

2:1 VARIES
VARIES

1:3

PAVED DITCH

RIVERVIEW DRIVE

? EB ENTRANCE RAMP
RIVERVIEW DRIVE

? WB ENTRANCE RAMP

24'-12' 24'-12'

16'-20'12'-0'

CENTER MEDIAN

1.50%1.50%
1.50%

4.00%
1.50% 1.50% 1.50%

4.00%

? RIVERVIEW DRIVE

VARI
ES

VARIES

Teaming with:



EXISTING RIVERVIEW DRIVE

E C B A BA C E
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10'12'12'12'12'12'12'12'10'

8'

104'

6' 6'
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SHOULDER SUBGRADE
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EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

2:1 2:
1

BRIDGE COLUMN

PAVED DITCH

BRIDGE COLUMN

CENTER MEDIAN

BRIDGE COLUMN

PAVED DITCH

Teaming with:

? RIVERVIEW DRIVE

1.50% 1.50% 1.50% 1.50% 1.50%1.50%
4.00% 4.00%
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PROPOSED F.A.I. ROUTE 270

17'12'12'10' 10'12'12'17'

123 4 5 7 45 1 2 3

54' 66'

10'12'12'17'

123 4 5 7 45 1 2 3

12'

12' 12'

54'

12' 5' 5'

54'

122'

110'

211"=5'

PROPOSED TYPICAL SECTIONS

2' 2'

2'

4 514 45 14

14 45 14

EB F.A.I. 270 ? STA 740+00.00 TO STA 748+09.34

*VARIES STA 750+19.00 - STA 752+83.18

EB F.A.I. 270 ? STA 748+09.34 TO STA 752+83.18

17'12'12'VARIES 0'-12'10'

12

2'

13 13

13

EXISTING LEGEND

D

E

A

B
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8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON
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4" SLAB SUBBASE
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SHOULDER SUBGRADE
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12" AGGREGATE BASE COURSE, TYPE A
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? I-270

SHOULDERSHOULDER SHOULDER SHOULDER

FUTURE LANE FUTURE SHOULDER FUTURE SHOULDER FUTURE LANE

? I-270 EB

? I-270 EB? I-270 WB

2.00% 2.00%2.00%2.00%

SHOULDERSHOULDER

1:31:3

2.00%2.00%

FUTURE SHOULDER FUTURE SHOULDER

2.00%2.00%

PGL PGL

2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00%2.00%
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SECTION COUNTY

ILLINOIS FED. AID PROJECT

                       

TOTAL

SHEETS

SHEET

NO.RTE.

                      

CONTRACT NO.      

SCALE:          

PWICS$USER NAME =

PLOT SCALE = 5.0000 ' / in.

PLOT DATE = 9/3/2020 DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.  

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

D
e
fa

u
lt

C
:\
IC

S
4
P

D
F
\1

1
0
1
\4

5
0
8
6
_
2
5
\D

8
7
6
J9

0
-s

h
t-
ty

p
ic

a
l.
d
g
n

F
IL

E
 
N

A
M

E
:

M
O

D
E

L
:

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
                              

                              

10'12'12'12'12'6'

146'

15'64'

6'12'12'12'12'10'

64'

45 4 5

VARIESVARIES

7 1 2 3

B
U
T
T
 
L
IN

E

B
U
T
T
 
L
IN

E

VARIES

VARIES

VARIES

VARIES VARIES

VARIES12'12' 12'12'VARIES

PROPOSED F.A.I. ROUTE 270

PROPOSED F.A.I. ROUTE 270

211"=5' 16

PROPOSED TYPICAL SECTIONS

123

EB F.A.I. 270 ? STA 779+78.40 TO STA 779+78.40

EB F.A.I. 270 ? STA 779+78.40 TO STA 784+08.73

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

Teaming with:

? I-270 WB ? I-270 ? I-270 EB

2.00% 2.00% 2.00% 2.00% 2.00%

SHOULDERSHOULDERSHOULDERSHOULDER

FUTURE LANE

SHOULDER

FUTURE LANE

SHOULDER

2.00% 2.00% 2.00%2.00% 2.00% 2.00%2.00%2.00%

FUTURE LANE FUTURE LANE

FUTURE SHOULDER FUTURE SHOULDER

? I-270 WB ? I-270 ? I-270 EB

PGL PGL

PGL PGL

2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00%
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PROPOSED F.A.I. ROUTE 270

130'

15'56' 56'

15'64' 64'

6'12'12'12'12'10'10'12'12'12'12'6'

VARIES

PROPOSED F.A.I. ROUTE 270

12' 10'

VARIES12'12'10'VARIES 12' 12' 10'

12'10'

211"=5' 17

PROPOSED TYPICAL SECTIONS

** EB VARIES 6'-10' STA 785+74.53 TO STA 788+74.29

** WB VARIES 6'-10' STA 784+08.73 TO STA 786+56.72

* EB VARIES 12'-0' STA 785+74.53 TO STA 788+74.29

* WB VARIES 12'-0' STA 784+08.73 TO STA 786+56.72

EB F.A.I. 270 ? STA 784+08.73 TO STA 788+74.29

**VARIES 10'-22' STA 826+82.22 TO STA 834+13.82

**10' STA 788+74.29 TO STA 826+82.22

*FUTURE LANE VARIES 0'-12' STA 826+82.22 TO STA 834+13.82

*12' LANE STA 788+74.29 TO STA 826+82.22

EB F.A.I. 270 ? STA 788+74.29 TO STA 834+13.82

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

Teaming with:

? I-270 WB ? I-270 ? I-270 EB

SHOULDER

? I-270 WB ? I-270 ? I-270 EB

SHOULDERSHOULDERSHOULDER

*** * **

SHOULDER

FUTURE LANE FUTURE LANE

SHOULDER

FUTURE SHOULDER

*

**

SHOULDER

**

*

FUTURE SHOULDER

SHOULDER

PGL

PGL

PGL

PGL

2.00%2.00%2.00%2.00%2.00%2.00%
2.00% 2.00% 2.00% 2.00% 2.00% 2.00%

2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00% 2.00%2.00%
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6
123 4 5 74 5 45 1 2 3 64514

3'

14

PROPOSED F.A.I. ROUTE 270

22' 12' 12' VARIES

VARIES

BABA 45 645 146 4 514 4 5 7

12'10'

3'10'12'12'12'VARIES12'12'22'3' VARIES

VARIES VARIES

VARIES

12' 10'

211"=5' 18

PROPOSED TYPICAL SECTIONS

10' 12' 10'12'

1 2 3123

3'22'12'12'VARIES

VARIES

VARIES

PROPOSED F.A.I. ROUTE 270
F.A.I. 270 ? STA 834+13.82 TO STA 869+73.48

* RE-USE EXISTING SHOULDER EB F.A.I. ? STA 871+39.74 TO STA 884+80.02

EB F.A.I. 270 ? STA 869+73.48 TO STA 872+73.99

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

Teaming with:

? I-270 EB? I-270 WB ? I-270

1:3

1:3

4.00%

SHOULDER

SE SE SE SE SE SE SE

SE

SHOULDERSHOULDER SHOULDER

1.56% 1.56% 1.50% 1.56%2.00% 2.00%

1:31:3

4.00%
4.00% 4.00%4.00%

? I-270? I-270 WB ? I-270 EB

4.00%

FUTURE SHOULDER* FUTURE LANE FUTURE LANE FUTURE SHOULDER

FUTURE SHOULDER FUTURE LANE FUTURE LANE FUTURE SHOULDER

PGL

PGL

PGL

PGL
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PROPOSED F.A.I. ROUTE 270

PROPOSED F.A.I. ROUTE 270

645 146 14 4 5 454 5 7BA B A123 1 2 3

12'10' 10'12'

VARIES

VARIES VARIES

VARIES12'12'22'3' 3'22'12'12'VARIES

A B6 4 514 123 1 2 3

12'10'

VARIES12'12'22'3'

VARIES VARIES

VARIES

645 14AB

12' 10'

3'22'12'12'VARIES

211"=5' 19

PROPOSED TYPICAL SECTIONS

EB F.A.I. 270 ? STA 891+96.63 TO STA 899+38.39

* RE-USE EXISTING SHOULDER EB F.A.I. ? STA 871+39.74 TO STA 884+80.02

EB F.A.I. 270 ? STA 872+73.99 TO STA 891+96.63

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

Teaming with:

4.00%
4.00% 4.00%

SE SE SE SE SE SE

1:3

1:3

4.00%

1:3

4.00%

1:3

4.00%

SE SE SE SE SE SE

SHOULDER SHOULDER

? I-270 EB? I-270 WB ? I-270

? I-270? I-270 WB ? I-270 EB

FUTURE SHOULDER* FUTURE LANE FUTURE LANE FUTURE SHOULDER

FUTURE SHOULDER FUTURE LANE FUTURE LANE FUTURE SHOULDER

PGL

PGLPGL

PGL
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PROPOSED F.A.I. ROUTE 270

A B A B 645 146 4 514 1 2 3123

12'VARIES

5.5'12'12'VARIES3'

VARIES

VARIES

12' VARIES

VARIES

3'VARIES12'12'5.5'

211"=5' 20

PROPOSED TYPICAL SECTIONS

EB F.A.I. 270 ? STA 899+38.39 TO STA 905+17.58

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

Teaming with:

2.00%1.5% 2.00% 1.5%

1:3

4.00%

1:3

4.00% 1.50%1.50%
4.00% 4.00%

? I-270? I-270 WB ? I-270 EB

FUTURE SHOULDER FUTURE LANE FUTURE LANE FUTURE SHOULDER

PGL PGL



1

1

2

2

3

3

1 2 3

PROPOSED I-270 WB EXIT RAMP PROPOSED I-270 EB EXIT RAMP
EB EXIT RAMP ? STA 200+00.00 TO STA 207+81.16WB EXIT RAMP ? STA 308+39.76 TO STA 313+25.16

SECTION COUNTY

ILLINOIS FED. AID PROJECT
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270 60(B)-1 MADISON

RAMPS

211"=5' 21

PROPOSED TYPICAL SECTIONS

6'VARIES 0'-18'14'4'
4'14'VARIES 0'-18'6'

PROPOSED I-270 EB ENTRANCE RAMP PROPOSED I-270 WB ENTRANCE RAMP
EB ENTRANCE RAMP ? STA 400+00.00 TO STA 406+82.69 WB ENTRANCE RAMP ? STA 100+00.00 TO STA 111+25.00 WB ENTRANCE RAMP ? STA 111+25.00 TO STA 117+78.27

A B

14 14

PROPOSED I-270 WB ENTRANCE RAMP

12 12 1214 12 14

1214 12

4' 14' 6'

14 1 2 31214 12

4' 14' 6'

14 12 12

4' 14' 6'

14 14

2'
2'

2'
2'

2' 2' 2'2' 2'2'

EXISTING LEGEND

D

E

A

B

C

7 CONCRETE MEDIAN BARRIER

8 PCC COMBINATION CURB & GUTTER

9 ROUNDABOUT APRON

10 CONCRETE MEDIAN

11 LIMESTONE FILL

PROPOSED LEGEND

4

5

61

2

3

12" PORTLAND CEMENT CONCRETE (JOINTED)

4" SLAB SUBBASE

12" PCC SHOULDER 

SHOULDER SUBGRADE

SHOULDER STABILIZATION

12" AGGREGATE BASE COURSE, TYPE A

EXISTING HIGH TENSION CABLE BARRIER

EXISTING SHOULDER

EXISTING GUARDRAIL

PORTLAND CEMENT CONCRETE PAVEMENT

STABILIZED SUBBASE

FINALIZED DURING PHASE II DESIGN.

NOTE: PROPOSED MATERIALS AND THICKNESSES TO BE

12

GUARDRAIL14

MODOT TYPE A2 SHOULDER

13 MODOT TYPE A1 SHOULDER

1.5%
SE

?

SE

1.5%
SE

(RIGHT TURN LANE)
(RIGHT TURN LANE)

?

?

Teaming with:

SE

?

4.00%

1:3

4.00% 4.00%
4.00%

1:3

4.00%
SE

?

4.00% 4.00% 4.00%

1:3 1:3
1:3

1:3
1:3 1:3

1:3 1:3

4.00%4.00%
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